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Applicant ' Dongguan Olight E-Commerce Technology Co.,Ltd

Manufacturer - Dongguan Olight E-Commerce Technology Co.,Ltd

Product Name ' Flashlight

Model No. - Perun 2

Trade Mark : OLIGHT

Rating(s) Input: DC 3.6V, 7A

Battery: 3.6V, 4000mAh

Test Standard(s) : EN IEC 55015: 2019;
EN 61547: 2009;

(IEC 61000-4-2; IEC 61000-4-3)

The device described above is tested by Shenzhen Anbotek Compliance Laboratory Limited to
determine the maximum emission levels emanating from the device and the severe levels of the
device can endure and its performance criterion. The measurement results are contained in this test
report and Shenzhen Anbotek Compliance Laboratory Limited is assumed full responsibility for the
accuracy and completeness of these measurements. Also, this report shows that the EUT to be
technically compliant with the EN IEC 55015 and EN 61547 requirements.

This report applies to above tested sample only and shall not be reproduced in part without written
approval of Shenzhen Anbotek Compliance Laboratory Limited.

Date of Receipt: Oct. 16, 2020

Date of Test: Oct. 16~21, 2020

Winne, de
Prepared By:

(Engineer / Winnie Huang)

o ¥

(Supervisor / Well Wang)

g o

Approved & Authorized Signer:

(Manager / KingKong Jin)

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

1/F., Building D, Sogood Science and Technology Park, Sanwei Community ?’f}\) Hotline
Guanao 2 _/ 400-003-0500
@ anbotek.com www.anbotek.com
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1. General Information

1.1. Client Information

Applicant : | Dongguan Olight E-Commerce Technology Co.,Ltd

Address : | 4th Floor,Block A4,Kegu Industrial Park,No.6,South Zhongnan
Road,Shangsha Community,Chang an Town Dongguan City

Manufacturer . | Dongguan Olight E-Commerce Technology Co.,Ltd

Address : | 4th Floor,Block A4,Kegu Industrial Park,No.6,South Zhongnan
Road,Shangsha Community,Chang an Town Dongguan City

Factory . | Dongguan Olight E-Commerce Technology Co.,Ltd

Address : | 4th Floor,Block A4,Kegu Industrial Park,No.6,South Zhongnan

Road,Shangsha Community,Chang an Town Dongguan City

1.2. Description of Device (EUT)

Product Name : | Flashlight
Model No. . | Perun 2
Trade Mark | OLIGHT

Test Power Supply | : | DC 3.6V / DC 5V via adapter

Test Sample No. S 1-1-1
Product . | Adapter: | N/A
Description

Remark: (1) For a more detailed features description, please refer to the manufacturer’s specifications
or the User’'s Manual.

1.3. Auxiliary Equipment Used During Test

N/A
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
A 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
ang Street, Bao'an Dis , Shenzhen, Guangdong, China o 400-003-0500

Tel:(86) 7565-26066440 Fax: (86) 7565-26014772 Email: service @anbotek.com www.anbotek.com
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1.4. Description of Test Modes

Pretest Modes Descriptions
Mode 1 On
Mode 2 Charging

For Mode 1  Block Diagram of Test Setup

EUT

For Mode 2  Block Diagram of Test Setup

DC Source EUT
1.5. Test Summary
Test Items Test Modes Status
Power Line Conducted Emission Test (9KHz To 30MHz) / N
. . Mode 1
Radiated Emission Test (30MHz To 1000MHz) P
Mode 2
Magnetic Radiated Emission Test (9KHz To 30MHz) Mode 1 P
oo . . Mode 1
Electrostatic Discharge immunity Test P
Mode 2
. . Mode 1
RF Field Strength susceptibility Test P
Mode 2
Electrical Fast Transient/Burst Immunity Test / N
Surge Immunity Test / N
Injected Currents Susceptibility Test / N
Voltage Dips and Interruptions Test / N
P) Indicates “PASS”.
N) Indicates “Not applicable”
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community rj Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. O 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 7565-26014772 Email: service @ anbotek.com www.anbotek.com



Anbotek

Product Safety

Report No.:18240EC00038701 Page 7 of 34
1.6. Test Equipment List
Radiated Emission Measurement
Item Equipment Manufacturer Model No. Serial No. Last Cal. Cal. Interval
1. | EMI Test Receiver | Rohde & Schwarz ESCI 100627 Nov. 04, 2019 1 Year
2. Pre-amplifier Schwarzbeck BBV-9745 9745-075 | Nov. 04, 2019 1 Year
Bilog Broadband
3. SCHWARZBECK | VULB 9163 01109 Nov. 01, 2019 1 Year
Antenna
Software Name )
4. Ferrari Technology | EMEC-3A1 N/A N/A N/A
EZ-EMC
Magnetic Radiated Emission Measurement
Cal.
Item Equipment Manufacturer Model No. | Serial No. Last Cal.
Interval
1. EMI Test Receiver Rohde & Schwarz ESCI 100627 Nov. 04, 2019 1 Year
Triple-Loop
2. EVERFINE LLA-2 905003 Nov. 04, 2019 1 Year
Antenna(2M)
3. RF Switching Unit | Compliance Direction | RSU-M2 38303 Nov. 04, 2019 1 Year
Software Name )
4. Ferrari Technology ANB-03A N/A N/A N/A
EZ-EMC
Electrostatic Discharge Measurement
Item Equipment Manufacturer Model No. Serial No. Last Cal. Cal. Interval
1. ESD Simulators emtest ESD NX30.1 11891 Mar. 07, 2020 1 Year
R/S Immunity Measurement
i : Cal.
Item Equipment Manufacturer Model No. Serial No. Last Cal.
Interval
1. Signal Generator Agilent N5182A MY48180656 | Nov. 04, 2019 | 1 Year
. , MPA-80-1000-
2. Amplifier Micotoop 250 MPA1903096 | Nov. 04, 2019 | 1 Year
- , MPA-1000-60
3. Amplifier Micotoop MPA1903122 | Nov. 04, 2019 | 1 Year
00-100
4, Log-Periodic Antenna Schwarzbeck | VULP9118E 00992 Apr. 17,2020 | 1 Year
Instruments
5. Horn Antenna } GTH-0118 351600 Nov. 01, 2019 | 1 Year
corporation
6. Power Sensor Agilent E9301A MY41498906 | Nov. 04, 2019 | 1 Year
7. Power Sensor Agilent E9301A MY41498088 | Nov. 04, 2019 | 1 Year
8. Power Meter Agilent E4419B GB40202909 | Nov. 04, 2019 | 1 Year
9. Field Probe ETS-Lindgren HI-6006 00212747 | Apr. 17,2020 | 1 Year
10. software EMtrace EM 3 N/A N/A N/A

Shenzhen Anbotek Compliance Laboratory Limited

Code:AB-EMC-02-b

=N\ Hot
g\ Hot
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1.7. Description of Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

FCC-Registration No.: 184111

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered
and fully described in a report filed with the (FCC) Federal Communications Commission.
The acceptance letter from the FCC is maintained in our files. Registration No.

184111, September 30, 2020.

ISED-Registration No.: 8058A

Shenzhen Anbotek Compliance Laboratory Limited, EMC Laboratory has been registered
and fully described in a report filed with the (ISED) Innovation, Science and Economic
Development Canada. The acceptance letter from the ISED is maintained in our files.
Registration 8058A, September 30, 2020.

Test Location

Shenzhen Anbotek Compliance Laboratory Limited.

1/F, Building D, Sogood Science and Technology Park, Sanwei community, Hangcheng
Street, Bao'an District, Shenzhen, Guangdong, China.518128

1.8. EMS Performance Criteria

V' A: Normal performance within the specification limits

V' B: Temporary degradation or loss of function or performance which is
self-recoverable

\' C: Temporary degradation or loss of function or performance which requires
operator intervention or system reset

V' D: Degradation or loss of function which is not recoverable due to damage of
equipment (components) or software, or loss of data

Note: The manufacturer’s specification may define effects on the EUT which may be
considered insignificant, and therefore acceptable.

This classification may be used as a guide in formulating performance criteria,
by committees responsible for generic, product and product-family standards, or as a
framework for the agreement on performance criteria between the manufacturer and
the purchaser, for example where no suitable generic, product or product-family
standard exists.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

7 g\ Hotline

: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community (L)
heng Street, Bao'an District, S \&
SRARRAAN - (ARY TEE_° Bl eamins ~nbotek cor \
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2. Radiated Emission Test

2.1. Test Standard and Limit

Test Standard EN IEC 55015
Radiated Emission Test Limit
Frequency DISTANCE FIELD ?_-:-'\I:II_EI_NGTHS
(MHz) (Meters)
Test Limit (dBuV/m)
30 ~ 230 3 40
230 ~ 1000 3 47
Remark: (1) The smaller limit shall apply at the combination point between two frequency bands.
(2) Distance refers to the distance in meters between the measuring instrument antenna and
the closed point of any part of the EUT.

2.2. Test Setup

ANTENNA ELEVATION VARIES FROM 1 TO 4 METERS

|
|

e——— 3METERS —

EUT and Simulators
System

1

0.8 METER

|

GROUND PLANE

2.3. EUT Configuration on Measurement

The EN IEC 55015 regulations test method must be used to find the maximum
emission during radiated emission measurement.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Ad 1 d Sc Park, Sanwei Community @ Hotline
Shenzhen, Guangdong, China i 400-003-0500
Fax: (86) 7565-26014772 Email: service @anbotek.com www.anbotek.com

cience and Technology
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2.4.

2.5.

Operating Condition of EUT
2.4.1. Setup the EUT as shown in Section 2.2.
2.4.2. Turn on the power of all equipments.

2.4.3. Let the EUT work in test mode and measure it.

Test Procedure

The EUT is placed on a turn table which is 0.8 meter high above the ground. The turn
table can rotate 360 degrees to determine the position of the maximum emission level.
The EUT is set 3 meters away from the receiving antenna which is mounted on an
antenna tower. The antenna can be moved up and down from 1 to 4 meters to find out
the maximum emission level. Bilog antenna is used as a receiving antenna. Both
horizontal and vertical polarization of the antenna are set on test.

The bandwidth of the Receiver (ESCI) is set at 120kHz.
The EUT is tested in Chamber.

The test results are listed in Section 2.6.

2.6. Test Results

PASS
The frequency range from 30MHz to 1000MHz is investigated.

The test curves are shown in the following pages.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

1/F., Building D, Sogood Scie
4 .

e and Technology Park, Sanwei C

ommunity (?f‘\] Hotline
g _/ 400-003-0500

@ anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Horizontal
Standard: (RE)EN IEC 55015 Power Source: DC 3.6V
Distance: 3m Temp.(°C)/Hum.(%RH): 23.2( °C)/58%RH
Test Mode: On

80.0 dBuW/m
70
60
o0

Haigin -6 dB

40

30

20

10 oo™ \/\.LN\A W/\MT“M\.‘”%AM NEFW\T’&/

5 W\r

o

4

30,000 40 50 GO 7 [MHz] 200 400 500 600 700 1000000
Freq. Reading Factor Result Limit |Owver Limit Height | degree

- (MHz) (dBuV) 0 |@Buvim)|(@Buvim)| (@B) |PF="| (em) | (ceg) | REMA®

1 46.0971| 38.41 -15.68 2073 40.00 -19.27 peak

2 100.5806| 27.30 -15.74 11.56 40.00 -28.44 peak

3 180.9658| 26.87 -18.71 8.16 40.00 -31.84 peak

4 248.1165| 2849 -16.20 1229 47.00 -34.71 peak

5 412 5467 27.59 -14 .61 12.98 47.00 -34.02 peak

6 8318574 43.04 -8.51 3453 47.00 -12.47 peak

Note: Result=Reading+Factor Over Limit=Result-Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 7565-26014772 Email: service @ anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Vertical
Standard: (RE)EN IEC 55015 Power Source: DC 3.6V
Distance: 3m Temp.(°C)/Hum.(%RH): 23.2( °C)/58%RH
Test Mode: On

80.0  dBuV¥/m
70
60
50
M aigin -6 dB
40
20 5
2
20 1 N
M ;
10 “\ﬁf\/ : w M‘W
g LA
0.0
30000 40 50 &0 7O [MHz] 200 400 500 €00 700  1000.000
Freq. Reading | Factor | Result Limit |Owver Limit Height | degree
No- | MHz) | (@BuY) | © |(@Buvim)|(@BuVim)| (dB) |PZE"| (em) | (deg) | REMa
1 39.7146| 3376 -15.64 1812 40.00 -2188 | peak
2 46.0971| 3893 1568 | 2325 40.00 -16.75 | peak
3 106.8461| 30.80 -16.29 14 51 40.00 -2549 | peak
4 256 8712 3373 -16.18 17.55 47 .00 -2945 | peak
5 5706100 28.15 A2.75 15.40 47 00 -3160 | peak
B 831.8574| 3585 -8.51 2734 47 00 -1966 | peak
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 7565-26014772 Email: service @ anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Horizontal
Standard: (RE)EN IEC 55015 Power Source: DC 5V via adapter
Distance: 3m Temp.(°C)/Hum.(%RH): 23.2( °C)/58%RH
Test Mode: Charging

20.0 dBu¥'m
70
60
o0
Margin -6 dB
40
4

3n

r“2 / \-\\M«v\f"“&\ !y
20 : /fj : \“w ’“\JIJ» M e S,

0.0
30.000 40 50 B0 70 [MHz) 300 400 500 GO0 700  1000.000
Freq. Reading | Factor | Result Limit |[Over Limit Height | degree

No- | MHz) | @Buwv) | ( |(dBuvim)|(dBuvim)| (dB) |PEC| (em) | (deq) | Remark

1 46.9125| 3664 -15.72 2092 40.00 -19.08 peak

2 101.4663| 4256 -15.81 2675 40.00 -13.25 peak

3 129.6950| 5254 -19.73 3281 40.00 -7.19 peak

4 192.4186| 51.78 -17.86 3392 40.00 -6.08 QP 100 0

8 337.2155| 4569 -16.09 2960 47.00 -17.40 peak

6 381.2487| 41.79 -15.20 26.59 47.00 -20.41 peak

Note: Result=Reading+Factor Over Limit=Result-Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 7565-26014772 Email: service @ anbotek.com www.anbotek.com
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Test item: Radiation Test Polarization: Vertical
Standard: (RE)EN IEC 55015 Power Source: DC 5V via adapter
Distance: 3m Temp.(°C)/Hum.(%RH): 23.2( °C)/58%RH
Test Mode: Charging
20.0 dBu¥/m

70

60

50

- Margin -6 dB

3 » —

30 1 /\jw JJ

™
N \m¢wmwww

10
0.0
30.000 40 50 B0 7O [MHz] 500 &00 700  1000.000
Freq. Reading Factor Result Limit |Ower Limit Height | dearee

hie: (MHz) | (dBuV) 0 |@Buvim)|@Buvim)| (@B) |PZ®| em) | (deg) | ReMa

1 348212 41.21 -16.85 2436 40.00 -15.64 peak

2 46.0971| 38.96 -15.68 2328 40.00 -16.72 peak

3 106.9461| 46.84 -16.29 30.55 40.00 -9.45 peak

4 131.9889| 51.38 -19.92 31.46 40.00 -8.54 peak

5 192.4186| 39.69 -17.86 21.83 40.00 -18.17 peak

6 259.2338| 3458 -16.19 18.39 47.00 -28.61 peak

Note: Result=Reading+Factor Over Limit=Result-Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
Hangcheng Street, Bao'an District, Shenzhen, Guangdong, China. 2/ 400-003-0500

Tel:(86) 755-26066440 Fax: (86) 7565-26014772 Email: service @ anbotek.com www.anbotek.com
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3. Magnetic Radiated Emission Test

3.1. Test Standard and Limit

Test Standard EN IEC 55015

Limits for Magnetic Radiated Emission

Limits for loop diameter (dBuA)
Frequency
2m
9KHz ~ 70KHz 88
Test Limit

70KHz ~ 150KHz 88 ~ 58*
150KHz ~ 3.0MHz 58 ~ 22*

3.0MHz ~ 30MHz 22

Remark: (1) At the transition frequency the lower limit applies.
(2) * decreasing linearly with logarithm of the frequency.

3.2. Test Setup

2m Loop Antenna

7

AC Mains Test Receiver

R S

3.3. EUT Configuration on Measurement

The following equipments are installed on Magnetic Radiated emission Measurement
to meet EN IEC 55015 requirements and operating in a manner which tends to
maximize its emission characteristics in a normal application.

3.4. Operating Condition of EUT
3.4.1. Setup the EUT as shown in Section 3.2.

3.4.2. Turn on the power of all equipments.

3.4.3. Let the EUT work in test mode and measure it.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

(f‘, Hotline
2 / 400-003-0500
mail: service @ anbotek.com www.anbotek.com

)y Park, Sanwei Community
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3.5. Test Procedure

The EUT is placed on a wood table in the center of a loop antenna. The induced
current in the loop antenna is measured by means of a current probe and the test
receiver. Three field components are checked by means of a coaxial switch.

The frequency range from 9KHz to 30MHz is investigated. The receiver is measured
with the quasi-peak detector. For frequency band 9KHz to 150KHz, the bandwidth of
the test receiver (ESCI) is set at 200Hz. For frequency band 150KHz to 30MHz, the
bandwidth is set at 9KHz.

All the test results are listed in Section 3.6.

3.6. Test Results
PASS

The frequency range from 9KHz to 30MHz is investigated.

The test curves are shown in the following pages.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

e and Technology Park, Sanwei Community

(f‘,\ Hotline

g, China 2/ 400-003-0500
Email: service @anbotek.com www.anbotek.com
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: DC 3.6V
Comment: X

Temp.: 24.2°C Hum.: 52%

100.0 dBuA

Limit- —

40

Laduo 0%

-20
0.009 [MHz) 30.000
Freq. Reading | Factor | Result Limit  [Ower Limit
No- | (MHz) | (dBuA) | (@B) | (dBuA) | (dBuA) | (@B) |PEECr| Reme

1 0.0614| 4586 0.02 4588 88.00 -42 12 QP
2 0.1228( 36.18 0.01 36.19 65.86 -29 67 QP
3 0.1980( 33.67 0.01 3368 54 .66 -20.98 QP
4 04500( 26.69 0.01 26.70 44 79 -18.09 QP
5 1.2259] 21.31 0.02 2133 3275 -11.42 QP
6 3.6059| 8.28 0.03 83 22.00 -13.69 QP

Note: Result=Reading+Factor Over Limit=Result-Limit

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b

Address: 1/F., Building D, Sogood Science and Technology Park, Sanwei Community @ Hotline
ng Street, Bao'ar trict, Shenzhen, Gu o 400-003-0500
26066440 Fax: (86) 755-26014772 Email: service@anbotek.com www.anbotek.com

1gdong, China
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: DC 3.6V
Comment: Y

Temp.: 24.2°C Hum.: 52%

100.0 dBuA

Limit: —_—

40

1
-20 M ‘ v ' ]ﬂ M
0.009 [MHz] 20.000
Freq. Reading | Factor | Result Limit |Ower Limit
No. | MHz) | (dBuA) | (dB) | (dBuA) | (dBuA) | (aB) |DCetector| Remark
1 00614 2231 0.02 2233 83.00 -65.67 QP
2 0.1940| 1644 0.01 16.45 54 90 -38.45 QP
3 0.3140| 14.75 0.01 1476 4912 -34.36 QP
4 0.4660| 14.62 0.01 1463 44 37 -2974 QP
5 07460 1195 0.01 11.96 3872 -26.76 QP
6 1.2980( 11563 0.02 11.55 3207 -20.52 QP
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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Magnetic Radiated Emission Test

Test Site: 1# Shielded Room
Test Specification: DC 3.6V
Comment: Z

Temp.: 24.2°C Hum.: 52%

100.0 dBuA

Limit: _—

40

[MHz) 30.000
Freq. Reading | Factor | Result Limit |Ower Limit
No. | MHz) | (dBuA) | (dB) | (dBuA) | (dBuA) | (dB) |Detector| Remark
1 0.0682| 3290 0.01 3291 88.00 -55.09 QP
2 01234 2498 0.01 2499 65.66 -40.67 QP
3 02460 27.90 0.01 279 52.05 -24 14 QP
= 0.3220| 26.15 0.01 26.18 4881 -22 65 QP
5 04340 2378 0.02 2380 4523 -2143 QP
6 1.3540( 20.79 0.02 20.81 31.56 -10.75 QP
Note: Result=Reading+Factor Over Limit=Result-Limit
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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4. Electrostatic Discharge Immunity Test

4.1. Test Standard and Level

Test Standard: EN 61547 (IEC 61000-4-2)
Performance Criterion: B
Severity Level: 3 / Air Discharge: +8kV, Level: 2 / Contact Discharge: +4kV
Test Level
Level Test Voltage Test Voltage
Contact Discharge (kV) Air Discharge (kV)
1. 12 12
2. +4 +4
3. 16 18
4. 18 +15
X Special Special
4.2. Test Setup
EUT System —| -_ liitzr

DC Mains
0.8 m

AC Mains

4.3. EUT Configuration on Measurement

The following equipments are installed on Electrostatic Discharge immunity
Measurement to meet EN 61547 requirements and operating in a manner which tends
to maximize its emission characteristics in a normal application.

4.4. Operating Condition of EUT
4.4.1. Setup the EUT as shown on Section 4.2.

4.4.2. Turn on the power of all equipments.

4 .4 3. After that, let the EUT work in test mode measure it.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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4.5. Test Procedure

4.5.1. Air Discharge:

This test is done on a non-conductive surface. The round discharge tip of the
discharge electrode shall be approached as fast as possible to touch the EUT.
After each discharge, the discharge electrode shall be removed from the EUT.
The generator is then re-triggered for a new single discharge and repeated 10
times for each pre-selected test point. This procedure shall be repeated until all

the air discharge completed.

4.5.2. Contact Discharge:

All the procedure shall be same as Section 4.5.1. except that the tip of the
discharge electrode shall touch the EUT before the discharge switch is

operated.

4.5.3. Indirect discharge for horizontal coupling plane

At least 20 single discharges shall be applied to the horizontal coupling plane, at
points on each side of the EUT. The discharge electrode positions vertically at a
distance of 0.1m from the EUT and with the discharge electrode touching the

coupling plane.

4.5.4. Indirect discharge for vertical coupling plane

At least 20 single discharge shall be applied to the center of one vertical edge of
the coupling plane. The coupling plane, of dimensions 0.5m x 0.5m, is placed
parallel to, and positioned at a distance of 0.1m from the EUT. Discharges shall
be applied to the coupling plane, with this plane in sufficient different positions
that the four faces of the EUT are completely illuminated.

4.6. Test Results
PASS

Please refer to the following page.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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Electrostatic Discharge Test Results

Air discharge : 18.0kV Temperature : 24.6°C
Contact discharge : 14.0kV Humidity : 47%
DC 3.6V/
Power Supply : ) Expert conclusion : A
DC 5V via adapter
Test Result : <] Pass [ ] Fail

# For each point positive 10 times and negative 10 times discharge

Kind
Location A-Air Discharge Result
C-Contact Discharge

Metal 2 points C il
P Oc OD
Slot 4 points A A O R
P Oc OD
Button 2 points A A
4 Ooc OD
Light 2 points A A A
g F Oc OD
MA OB

HCP 4 point C
points Oc Ob
. MA OB

VCP of the front 4 points C
Ooc ObD
. MA OB

VCP of the rear 4 points C
Ooc ObD
' MA OB

VCP of the left 4 points C
Ooc OD
. : MA OB

VCP of the right 4 points C
Ooc ObD

Remark: Discharge should be considered on Contact and Air and Horizontal Coupling Plane (HCP)
and Vertical Coupling Plane (VCP).

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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5. RF Field Strength Susceptibility Test

5.1. Test Standard and Level

Test Standard: EN 61547 (IEC 61000-4-3)
Required Performance: | A
Frequency Range: 80MHz to 1000MHz
Field Strength: 3 Vim
Modulation: 1kHz Sine Wave, 80%, AM Modulation
Frequency Step: 1 % of preceding frequency value
Polarity of Antenna: Horizontal and Vertical
Test Distance: 3m
Antenna Height: 1.5m
Dwell Time: at least 0.5s
Test Level
Field Strength
Level
V/m
1. 1
2. 3
3. 10
X. Special
5.2. Test Setup
K—— 3 Meters —— |
} |I ii |
EUT and
Simulators System
Anechoic
Chamber 7F
0.8 Meter
Vi
Measurement
Room i
Power Amp — Signal
Generator
Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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5.3. EUT Configuration on Measurement

The following equipments are installed on RF Field Strength susceptibility
Measurement to meet EN 61547 requirements and operating in a manner which tends
to maximize its emission characteristics in a normal application.

5.4. Operating Condition of EUT
5.4.1. Setup the EUT as shown on Section 5.2.
5.4.2. Turn on the power of all equipments.

5.4.3. After that, let the EUT work in test mode measure it.

5.5. Test Procedure

The EUT and support equipment, which are placed on a table that is 0.8 meter above

ground and the testing was performed in a fully-anechoic chamber. The testing

distance from antenna to the EUT was 3 meters.

1) The field strength level was 3V/m.

2) The frequency range is swept from 80 MHz to 1000 MHz with the signal 80%
amplitude modulated with a 1kHz sine wave.

3) The dwell time at each frequency shall be not less than the time necessary for the
EUT to be able to respond, but shall in no case be less than 0.5s.

4) The test was performed with the EUT exposed to both vertically and horizontally

polarized fields on each of the four sides.

5.6. Measuring Results
PASS

Please refer to the following page.

Shenzhen Anbotek Compliance Laboratory Limited Code:AB-EMC-02-b
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RF Field Strength Susceptibility Test Results

Field Strength : 3V/m Temperature : 24.6°C
Expert conclusion : A Humidity : 47%
DC 3.6V/
Power Supply : Test Result : Xl Pass [ ] Fall
PPY, DC 5V via adapter
Dwell Time: 1s
Frequency Range Antenna R.F.
9 Y 9 . . Azimuth Result
(MHz) Polarity Field Strength
Front
80~1000 H/V 3 V/m (rms) et A OB
Ooc 0OD
Left
Right
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APPENDIX | -- TEST SETUP PHOTOGRAPH

Photo of Radiated Emission Test

Photo of Magnetic Radiated Emission Test

R
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Photo of Electrostatic Discharge Immunity Test

Photo of RF Field Strength susceptibility Test
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APPENDIX Il -- EXTERNAL PHOTOGRAPH
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APPENDIX Il -- INTERNAL PHOTOGRAPH
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CE Label

1. The CE conformity marking must consist of the initials ‘CE’ taking the following form:
If the CE marking is reduced or enlarged, the proportions given in the above graduated drawing must
be respected.

2. The CE marking must have a height of at least 5 mm except where this is not possible on account of
the nature of the apparatus.

3. The CE marking must be affixed to the product or to its data plate. Additionally it must be affixed to the
packaging, if any, and to the accompanying documents.

4. The CE marking must be affixed visibly, legibly and indelibly.

It must have the same height as the initials ‘CE’.

End of Report
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